STATE OF CALIFORNIA AND WILL BE MANAGED AS A PUBLIC WATER SYSTEM.

IDEAS, DESIGN ARRANGEMENTS, AND PLANS INDICATED OR REPRESENTED BY THIS DRAWING ARE OWNED BY AND ARE THE PROPERTY OF AVRP STUDIOS, INC. TO ANY PERSON, FIRM OR CORPORATION FOR ANY PURPOSE WHATSOEVER WITHOUT THE WRITTEN PERMISSION OF AVRP STUDIOS, INC.

TO THE VARIOUS BUILDINGS ON SITE.

UNDERGROUND PIPED ESTIMATED FREQUENCIES ON STORAGE LINES.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

FIRE SUN DRAIN INLET FOR GRAY WASTE WATER AND SEPARATE BLACK WATER WAS PROVIDED BY PG&E UTILITIES IN THE FORM OF A PRIMARY LEACH SYSTEM. THE EXISTING WELL WILL BE USED FOR GRAY WASTE WATER AND SEPARATE BLACK WATER CAPABILITIES LOCATED THE RELIC SYSTEM WILL BE DEFINED WITH THE EXISTING WELL CAPABILITIES LOCATED THE RELIC SYSTEM WILL BE SELECTED WITH THE EXISTING WASTE WATER SYSTEM. WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.

WATER WILL STORED IN APPROXIMATELY EIGHT TANKS MOUNTED ON THE ROOF OF THE HOTEL. APPROXIMATELY 15,000 GALLONS EACH. WASTE WATER FROM THE HOTEL WILL BE MOVED TO THE NEAREST SEWER MANHOLE CONTRIBUTES TO A PUBLIC WATER SYSTEM.